
TATA LPO 1618 NON A/C 62 Seater Bus MY23

BUS Diesel 2023

Car Code: TBUD623

ENGINE & TRANSMISSION

Engine Cummins B180 Euro II, Water cooled, Turbo Charged, Inter Cooled, 6 Cylinder Deisel Engine

Max Output 180 Hp @ 2400 rpm

Max Torque 654 Nm @ 1,000 - 1800 rpm

Capacity 5883 CC

Gearbox Model G600

TRANSMISSION 6+1, Manual Transmission

Clutch Single Plate dry friction

Door 2 Door

Parking Brake spring actuated parking brake acting on rear wheels

Exhaust Brake Pneumatically Operated with Foot Control Valve

Service Brake Fully duplicated, full air S-CAM brake system

Suspension Waveller with anti roll bars and shock absorbers

DIMENSION, CAPACITIES & SUSPENSIONS

Wheel Base 5545 mm

Length 11130 mm

Width 2570 mm

Height 3570 mm

Rear Axle Width 1985 mm

Fuel Tank Capacity 350 liters

Tyre Size 11R22.5 - 16 PR

Cab to Frame end 11130 (with 65% ROH)

Alternator 2x12 V, 180 Ah

Gross Vehicle Mass 6500 kg

Front Axel heavy duty Forged I bram Reverse Elliot type

Rear Axel Single reduction, Hypoid Greas, fully floating axle shafts

INTERIOR FEATURES & SAFETY

Anti Brake System (ABS) Seat Belt: Driver seat - 3pt. ELR type / Passenger Seat -2pt. Lap belt

EXTERIOR FEATURES

Shock Absorbers: Hydraulic double acting telescopic type at front Anti Roll Bar: At Front only

Emergency Exit door Sliding window light green


